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Character 16x2

Dimension Drawing 0SD1602M03/M05
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Features Mechanical Data
- 2 lines of 16 characters of 5x8 (dots) T Standard Value Unit
- Low power consumption -
ah o and wide viewi | Outline (LxWxH) | 84.00 x 44.00x9.40 | mm
- Hig co-ntrast_ratlo and wide viewing angle Viewing Area (LxW) 66.00 x 16.00 -
 Compatible with LCD 16x2 type Active Area (LxW) |  56.15x1140 | mm
- Controller is compatible with HD44780 Character Size(LxW) 550 x 2.90 mm
- COB assembly
Optical Features
Interface Pin Function Parameter Min | Typ | Max | Unit
Pin No. Symb0| 1/0 Function Contrast Ratio - 100 : 1 --
1 Ves | |Ground Viewing Angle - 160 -- deg
2 Vop I |Power supply for logic Maximum Ratings
3 Vet I [Brightness adjustment
4 RS I |Register select signal Symbol Parameter Min | Typ | Max | Unit
5 R/IW I |Read write signal Vpp | PowerSupply | 45| 5 | 55| V
6 E | |H—L: Enable signal Var Brightness _ 3 _ v
7 DO | |Data bus line Adjustment
8 D1 I |Data bus I?ne Ask OSD:
9 D2 I |Data bus line
10 b3 |_|Data bus line Need a semi-custom or custom?
[ ] - H
11 D4 | |Data bus line
12 D5 | _|Data bus I!ne e Looking for additional colors?
13 D6 | |Data bus line
14 D7 I |Data bus line e |saPLED right for your company?
15 NC - |No connection
16 NC - |No connection




