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Format

16 characters x 2 rows

VA Diagonal 57.7 mm (2.27")
Characters 5 x 8 pixels
Input 4-bit / 8-bit Parallel

OsSD1602-B1

General Features:

> Rugged COB design

> HD44780 compatible IC

> Vibrant emissive display
> High contrast

> Almost no viewing angles
> Low power consumption

Electrical Characteristics

Module Characteristics

Item Min  Typ Max Unit  Operation Temp. -20°C ~ 50°C
Supply Voltage Vdd 4.5 5.0 55 V Storage Temp. -40°C ~ 70°C
1/0 Pin Voltage -0.3 Vdd V Operation Life > 10K hrs
Brightness Control Voltage VBT 2.5 3 5 \ Storage Life > 5 years

Interface: Block Diagram:
Pin No. Symbol 1/0 Function ]
u PT6800 Secondary
1 VSS | Ground s Column Driver
2 VDD | Supply Voltage R
. PT6880
3 VBT I Brightness Control | Controller
4 RS I H Da.ta., L |nStrUCt|0n COde $ Features: 40 40
5 RIW | H: Read, L: Write S Lo common irver
6 E | H—L: Enable i 16 feL:ED Panjl
7~14 DO~D7 | Data bus c 5x 8 pivel charactor format
15~16 NC —
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