oSsD

Dimension Drawing

il

e

Graphic 64x16

OSD2503M
~36,1(VA)—= b §
=-31.97(AA -~ N g
ip}
23,65 ¢ o
i \ .
2 | 4.70
1352 - ] 1 j‘pm
6,7 | %
0 | f
Pt
R &
o O ip} ~0d
N DOT SIZES
ﬁ S s W SCALE 10/1
i ‘ ]
1 o S
oy er SL CONNECTER
o / (MOLEX 52746-1290)

Features Mechanical Data
- Shift clock frequency: 5 MHz (Max.) (Vpp=2.4~5.5V) Item Standard Value Unit
- Resolution is 64 x 16 pixels (dots) Outline (LxWxH) | 47.45x23.65x5.20 | mm
- Low power consumption Viewing Area (LxW) 36.10 x 13.70 mm
- High contrast ratio and wide viewing angle Active Area (LxW) 31.97 x 9.57 mm
- Series data input Dot Size (LxW) 0.47 x 0.57 mm
- COB assembly Dot Pitch (LxW) 0.50 x 0.60 mm
Optical Features
Interface Pin Function Parameter Min | Typ | Max | Unit
Contrast Ratio - (100 : 1| --
Pin No.| Symbol | 1/O Function —
Viewing Angle - 160 -- deg
12 Vv | Power supply of PLED
’ LED HYH . .
driving buffer Maximum Ratings
V. | ND of logic circui . .
3 S GND of logic circuit Symbol| Parameter | Min | Typ | Max | Unit
4 DI | Series data inputs of column
driver Vb Logic Power 3 33 | 55| V
5 FP | Fr.ame start pulse Vieo PLED Driving 7 8 10 v
6 |DISPOFF| | |Display turn on/off Buffer
7 LD I |Data is latch signal.
8 CP | |Data shift clock.
9 Vbb I |Logic supply voltage
10 Vrer I [Vrer =0
11,12 Vss2 I |GND of analog




